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[bookmark: _Hlk141861728]This Product MasterSpec Section is licensed by Deltek, Inc. to The Pittsburgh Paints Company (formerly PPG Paints) ("Licensee"). The Pittsburgh Paints Company is the exclusive distributor of PPG Protective and Marine Coatings products.
This Product MasterSpec Section modifies the original MasterSpec text and does not include the full content of the original MasterSpec Section.
Revisions made to the original MasterSpec text are made solely by the Licensee and are not endorsed by, or representative of the opinions of, Deltek or The American Institute of Architects (AIA). Neither AIA nor Deltek are liable in any way for such revisions or for the use of this Product MasterSpec Section by any end user. A qualified design professional should review and edit the document to suit project requirements.
For more information, contact The Pittsburgh Paints Company, 400 Bertha Lamme Dr., Cranberry Township, PA 16066; Phone: (888) PPG-IDEA | (888) 774-4332, Option 4; Website: www.pittsburghpaints.com; Email: ppgspec@ppg.com.
For information about MasterSpec, contact Deltek at (800) 424-5080 or visit masterspec.com.
SECTION 099300 - STAINING AND TRANSPARENT FINISHING
[bookmark: _Hlk525713835]Access Manufacturer's Specpoint Product Cards:
<Double click here to view the manufacturer's product cards available at Deltek Specpoint>
MasterSpec includes provisions for LEED v4, LEED v4.1, IgCC/ASHRAE 189.1, Green Globes, and CALGreen.
GENERAL
SUMMARY
If this Section specifies only stains or transparent finishes, revise Section title to accurately reflect its content.
Section Includes:
Primers.
Wood stains.
Transparent finishes.
Related Requirements:
Retain subparagraphs below to cross-reference requirements Contractor might expect to find in this Section but are specified in other Sections.
Section 099123 "Interior Painting" for stains and transparent finishes on concrete floors.
Section 099600 "High-Performance Coatings" for transparent high-performance coatings on concrete floors and clay masonry.
DEFINITIONS
Retain this article if paints are specified by manufacturers' trade names rather than by paint numbers. Definitions of gloss levels are listed below.
Retain terms that remain after this Section has been edited for a project. Include only essential definitions or acronyms not well understood by the affected industry or trade
Gloss Level 1: Not more than five units at 60 degrees and 10 units at 85 degrees, in accordance with ASTM D523.
Gloss Level 2: Not more than 10 units at 60 degrees and 10 to 35 units at 85 degrees, in accordance with ASTM D523.
Gloss Level 3: 10 to 25 units at 60 degrees and 10 to 35 units at 85 degrees, in accordance with ASTM D523.
Gloss Level 4: 20 to 35 units at 60 degrees and not less than 35 units at 85 degrees, in accordance with ASTM D523.
Gloss Level 5: 35 to 70 units at 60 degrees, in accordance with ASTM D523.
Gloss Level 6: 70 to 85 units at 60 degrees, in accordance with ASTM D523.
Gloss Level 7: More than 85 units at 60 degrees, in accordance with ASTM D523.
ACTION SUBMITTALS
Action submittals are submittals requiring responsive action and return of reviewed documents to Contractor.
Product Data:
For each type of product.
Include preparation requirements and application instructions.
Indicate VOC content.
Retain "Samples for Initial Selection" or "Samples for Verification" Paragraph below, or both.
Samples for Initial Selection: Manufacturer's standard color sheets, showing full range of available colors for each type of exposed finish.
Samples for Verification: Sample for each type of finish system and in each color and gloss of finish required on representative samples of actual wood substrates.
Size: [8 inches (200 mm) square] [or] [8 inches (200 mm) long].
Apply coats on Samples in steps to show each coat required for system.
Label each coat of each Sample.
Label each Sample for location and application area.
Product List: Cross-reference to finish system and locations of application areas. Use same designations indicated on Drawings and in schedules. Include color designations.
Retain "Sustainable Design Submittals" Paragraph below if required to attain sustainability rating or to track sustainability submittals.
Sustainable Design Submittals:
[bookmark: bmSustainTopic_14_1]"Product Data" Subparagraph below applies to LEED v4, LEED v4.1, IgCC/ASHRAE 189.1, Green Globes, and CALGreen. Coordinate with requirements for paints and coatings.
Product Data: For paints and coatings, indicating VOC content.
[bookmark: bmSustainTopic_346_1]"Environmental Product Declaration (EPD)" Subparagraph below applies to LEED v4 (all) MR Credit "Building Product Disclosure and Optimization - Environmental Product Declarations." Verify, with manufacturer, that EPDs are available for each product. Use at least 20 different permanently installed products from at least five different manufacturers.
Environmental Product Declaration (EPD): For each product.
"Health Product Declaration (HPD)" Subparagraph below applies to LEED v4 (all) MR Credit "Building Product Disclosure and Optimization - Material Ingredients," Option 1 - "Material Ingredient Reporting." Verify, with manufacturer, that HPDs are available and comply with requirements of the HPD Open Standard or USGBC-approved program.
Health Product Declaration (HPD): For each product.
"Sourcing of Raw Materials" Subparagraph below applies to LEED v4 (all) MR Credit "Building Project Disclosure and Optimization - Sourcing of Raw Materials," Option 1 - "Raw Material Source and Extraction Reporting." Verify, with manufacturer, that corporate sustainability reports are available, have been prepared within the last year or are applicable to the year of production, and are by USGBC-approved organization.
Sourcing of Raw Materials: Corporate sustainability report for each manufacturer.
"Environmental Product Declaration (EPD)" Subparagraph below applies to LEED v4.1 (all) MR Credit "Building Product Disclosure and Optimization - Environmental Product Declarations." Verify, with manufacturer, that EPDs are available for each product. Use at least 20 different permanently installed products from at least five different manufacturers.
Environmental Product Declaration (EPD): For each product.
"Health Product Declaration (HPD)" Subparagraph below applies to LEED v4.1 (all) MR Credit "Building Product Disclosure and Optimization - Material Ingredients," Option 1 - "Material Ingredient Reporting." Verify, with manufacturer, that HPDs are available and comply with requirements of the HPD Open Standard or USGBC-approved program.
Health Product Declaration (HPD): For each product.
"Sourcing of Raw Materials" Subparagraph below applies to LEED v4.1 (all) MR Credit "Building Project Disclosure and Optimization - Sourcing of Raw Materials," Option 1 - "Raw Material Source and Extraction Reporting." Verify, with manufacturer, that corporate sustainability reports are available, have been prepared within the last year or are applicable to the year of production, and are by USGBC-approved organization.
Sourcing of Raw Materials: Corporate sustainability report for each manufacturer.
Retain first "Environmental Product Declaration (EPD)" Subparagraph below if products specified in this Section are required to have an EPD to comply with IgCC/ASHRAE 189.1's requirement of 55 percent recycled materials. Use at least 20 different permanently installed products from at least five different manufacturers.
Environmental Product Declaration (EPD): For each product.
First "Environmental Product Declaration (EPD)" Subparagraph below applies to IgCC/ASHRAE 189.1 if products specified in this Section are used to comply with requirements of paragraph 9.4.1.4, "Multiple-Attribute Product Declaration or Certification," which require EPDs for a minimum of 10 products.
Environmental Product Declaration (EPD): For each product.
Three subparagraphs below apply to Green Globes v1.4 if products specified in this Section are used to comply with requirements of paragraph 3.5.1.2, "Path B: Prescriptive Path for Building Core and Shell," which require that a certain percentage of materials used in the core and shell have EPDs, third-party certifications, and/or third-party life-cycle assessments.
Environmental Product Declaration (EPD): For each product.
Third-Party Certifications: For each product.
Third-Party-Certified Life-Cycle Assessment: For each product.
MAINTENANCE MATERIAL SUBMITTALS
See Section 017700 "Closeout Procedures" for submission of maintenance material items.
Extra Stock Material: Furnish extra materials[, from the same production run,] that match products installed and that are packaged with protective covering for storage and identified with labels describing contents.
Retain "Stains and Transparent Finishes" Subparagraph below for projects that require only limited quantities of extra materials. If necessary, replace percentage with a specific number of gallons (liters) or cases and include an expanded description of the quantity of each material and color.
Stains and Transparent Finishes: [5] <Insert number> percent, but not less than [1 gal. (3.8 L)] <Insert number> of each material and color applied.
MOCKUPS
Apply mockups of each finish system indicated and each color selected [to verify preliminary selections made under Sample submittals] [to demonstrate aesthetic effects] [and] [to set quality standards for materials and execution].
Architect will select one surface to represent surfaces and conditions for application of each type of finish system and substrate.
Vertical and Horizontal Surfaces: Provide samples of at least 100 sq. ft. (9 sq. m).
Other Items: Architect will designate items or areas required.
Final approval of stain color selections will be based on mockups.
If preliminary stain color selections are not approved, apply additional mockups of additional stain colors selected by Architect at no added cost to Owner.
Retain subparagraph below if the intention is to make an exception to the default requirement in Section 014000 "Quality Requirements" for demolishing and removing mockups.
Subject to compliance with requirements, approved mockups may become part of the completed Work if undisturbed at time of Substantial Completion.
DELIVERY, STORAGE, AND HANDLING
Store materials not in use in tightly covered containers in well-ventilated areas with ambient temperatures continuously maintained at not less than 45 deg F (7 deg C).
Maintain containers in clean condition, free of foreign materials and residue.
Remove rags and waste from storage areas daily.
If necessary, insert special requirements for fire protection, heating, ventilation, and other conditions for storage areas on-site.
FIELD CONDITIONS
Apply finishes only when temperature of surfaces to be finished and ambient air temperatures are between 50 and 95 deg F (10 and 35 deg C).
Do not apply finishes when relative humidity exceeds 85 percent, at temperatures of less than 5 deg F (3 deg C) above the dew point, or to damp or wet surfaces.
Do not apply exterior finishes in snow, rain, fog, or mist.
PRODUCTS
MANUFACTURERS
Retain "Basis-of-Design Product" Subparagraph and list of manufacturers below to require a specific product or a comparable product from manufacturers listed.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; products designated in the articles below or comparable product by one of the following:
Behr Paint Company; Behr Process Corporation.
Benjamin Moore & Co.
Sherwin-Williams Company (The).
<Insert manufacturer's name>.
SOURCE LIMITATIONS
Retain this article to limit sources for the entire Section. Source limitations may also be specified in individual articles if desired.
Source Limitations: Obtain each coating product from single source from single manufacturer.
MATERIALS, GENERAL
Generally, retain "Material Compatibility" Paragraph below. Systems could fail if paints used for individual coats are incompatible.
Material Compatibility:
Provide materials for use within each coating system that are compatible with one another and substrates indicated, under conditions of service and application as demonstrated by manufacturer, based on testing and field experience.
[bookmark: bmSustainTopic_212_1]"VOC Content" and "Low-Emitting Materials" paragraphs below apply to LEED v4. Delete option in paragraph below for LEED v4 for Schools and LEED v4 for Healthcare credit for exterior applied products.
[bookmark: _Hlk514924407]For interior applications, LEED v4.1 compliance, 100 percent of interior applied paint and coating products by volume must comply with wet-applied VOC content limits. Paint and coatings wet-applied on-site must comply with applicable VOC limits of the California Air Resources Board (CARB) 2007, Suggested Control Measure (SCM) for Architectural Coatings, or the South Coast Air Quality Management District (SCAQMD) Rule 1113, effective February 5, 2016. Both the CARB 2007 SCM and SCAQMD Rule 1113 are cited in the LEED v4.1, EQ Credit 2, "Low-Emitting Materials Reference Guide." Choose one wet-applied VOC content limit compliance path below, either CARB or SCAQMD.
For CARB 2007 SCM, see www.arb.ca.gov/coatings/arch/Approved_2007_SCM.pdf.
For SCAQMD Rule 1113 (more restrictive), see latest updated version amended February 5, 2016 at www.aqmd.gov/docs/default-source/rule-book/reg-xi/r1113.pdf.
VOC Content: For field applications[ that are inside the weatherproofing system], paints and coatings to comply with VOC content limits of authorities having jurisdiction and the following VOC content limits:
Categories in subparagraphs below are taken from LEED rating systems and the standards referenced by them; if clarification is required, see those documents or the reference guides.
In general, avoid systems using alkyd primers and topcoats for compliance with LEED v4.1. These products are unlikely to comply with VOC content cutoff limits or the emissions certification requirements of LEED v4.1.
Primers, Sealers, and Undercoaters: 100 g/L.
Interior Clear Wood Finishes, Varnishes: 275 g/L.
Interior Clear Wood Finishes, Lacquers: 275 g/L.
Shellacs, Clear: 730 g/L.
Shellacs, Pigmented: 550 g/L.
Interior Stains: 100 g/L.
[bookmark: _Hlk511911571][bookmark: _Hlk511916283]Consult a PPG Paints Architectural Representative or PPG Paints Technical Service about the compliance of individual products. Emissions testing certificates in accordance with LEED v4.1 may be found through publicly available sites, such as those posted to UL SPOT (Greenguard Gold) or SCS Indoor Advantage Gold as well as PPG's website: www.ppgpaints.com/leedv4.
A current shortage exists in the marketplace of varnish, lacquer, and stain products that carry emissions certification.
Low-Emitting Materials: For field applications that are inside the weatherproofing system, 90 percent of paints and coatings to comply with the requirements of the California Department of Public Health's "Standard Method for the Testing and Evaluation of Volatile Organic Chemical Emissions from Indoor Sources Using Environmental Chambers."
"Material Emissions and Pollutant Control" Paragraph below applies to IgCC.
Material Emissions and Pollutant Control: Not less than 85 percent of field-applied paints and coatings that are inside the weatherproofing system are to comply with the following:
Low-Emitting Materials: VOC emissions to comply with the requirements of the California Department of Public Health's "Standard Method for the Testing and Evaluation of Volatile Organic Chemical Emissions from Indoor Sources Using Environmental Chambers." Formaldehyde emissions will not exceed 9 mcg/cu. m or 7 ppb, whichever is less.
"Emissions Requirements" Paragraph below applies to ASHRAE 189.1.
Emissions Requirements: Field-applied paints and coatings that are inside the weatherproofing system to comply with either of the following:
Low-Emitting Materials: VOC emissions to comply with the requirements of the California Department of Public Health's "Standard Method for the Testing and Evaluation of Volatile Organic Chemical Emissions from Indoor Sources Using Environmental Chambers."
VOC content to not exceed limits of authorities having jurisdiction and the following:
Shellacs, Clear: 730 g/L.
Stains: 250 g/L.
Clear Wood Finishes (Varnishes, Sanding Sealers, and Lacquers): 275 g/L.
"VOC Emissions" Paragraph below apply to Green Globes.
VOC Emissions: For field applications inside the building, wall paints to contain no more than half of the chronic REL of VOCs when tested in accordance with the California Department of Public Health's "Standard Method for the Testing and Evaluation of Volatile Organic Chemical Emissions from Indoor Sources Using Environmental Chambers." The building concentration of formaldehyde will not exceed half of the indoor recommended exposure limit or 33 mcg/cu. m and that of acetaldehyde will not exceed 9 mcg/cu. m.
Stain Colors: [As selected by Architect from manufacturer's full range] [Match Architect's samples] [As indicated in a color schedule] <Insert requirements>.
PRIMERS
Preservative for Exterior Wood: Solvent-based, penetrating anti-fungal treatment for exterior wood consisting mainly of zinc or copper napthenate.
Retain "Manufacturers" Subparagraph and list of manufacturers below to require products from manufacturers listed or a comparable product from other manufacturers.
Manufacturers: Subject to compliance with requirements, provide products by one of the following:
Rust-Oleum Corporation.
<Insert manufacturer's name>.
Alkyd Sanding Sealer, Interior, Solvent Based, Clear: Solvent-based, quick-drying, clear, sandable alkyd sealer used on new interior wood surfaces that are to be top-coated with an alkyd varnish.
Retain "Manufacturers" Subparagraph and list of manufacturers below to require products from manufacturers listed or a comparable product from other manufacturers.
Manufacturers: Subject to compliance with requirements, provide products by one of the following:
Pratt & Lambert.
Rodda Paint Co.
Rust-Oleum Corporation.
Sherwin-Williams Company (The).
<Insert manufacturer's name>.
Lacquer Sanding Sealer, Clear: Solvent-based, nitrocellulose-type, fast-drying, sandable, clear sealer for interior wood surfaces that are to be finished with a clear lacquer coating.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
0. Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; Speedline High Build Lacquer Sanding Sealer; Clear, 77-9100 or comparable product.
0. Lacquer Sanding Sealer, Pigmented: Solvent-based, nitrocellulose-type, fast-drying, sandable, pigmented sealer for interior wood surfaces that are to be finished with a clear lacquer coating.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
1. Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; Speedline Interior Lacquer Sanding Sealer; White, 77-9610 or comparable product.
WOOD STAINS
Stain, Exterior, Solvent Based, Semitransparent: Solvent-based, oil or oil/alkyd, semitransparent, pigmented stain for new wood surfaces.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; 
[Flood Pro Series Semi-Transparent Alkyd/Oil Stain; FLD802] 
[ProLuxe 1 Primary Coat RE Wood Finish Transparent Satin, SIK41 Series with ProLuxe 23 Top Coat RE Wood Finish Transparent Satin, SIK300 Series] 
[ProLuxe Door & Window Wood Finish Clear Satin, SIK48 Series] 
or comparable product.
Stain, Exterior, Solvent Based, Solid Hide: Solvent-based, oil or oil/alkyd, pigmented stain for new, or previously stained, wood surfaces.
Retain "Manufacturers" Subparagraph and list of manufacturers below to require products from manufacturers listed or a comparable product from other manufacturers.
Manufacturers: Subject to compliance with requirements, provide products by one of the following:
Diamond Vogel Paints.
Sherwin-Williams Company (The).
<Insert manufacturer's name>.
Stain, Exterior, Water Based, Solid Hide: Water-based, solid-hide, emulsion-type, pigmented stain for primed or previously painted exterior wood surfaces.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; [Flood Pro Series Solid Color, 100 Percent Acrylic Stain; FLD820] [ProLuxe Premium Solid Stain Wood Finish (Matte); SIK710 Series] or comparable product.
Stain, Exterior, Water Based, Semitransparent: Water-based, semitransparent, pigmented stain for new wood surfaces.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; 
[Flood Pro Series Semi-Transparent Acrylic/Oil Stain (250 g/L or less VOC); FLD812] 
[Flood Pro Series Semi-Transparent Acrylic/Oil Stain (100 g/L or less VOC); FLD832] 
[ProLuxe 1 Primary Coat RE Wood Finish Transparent Satin, SIK41 Series with ProLuxe 23 Top Coat RE Wood Finish Transparent Satin, SIK300 Series] 
[ProLuxe Door & Window Wood Finish Clear Satin, SIK48 Series] 
[ProLuxe SRD Semi-Transparent Wood Finish (Matte); SIK500-190] 
or comparable product.
Stain, Exterior, for Wood Decks: Solvent- or water-based, modified-oil or alkyd-type, semitransparent, penetrating stain for exterior dimensional wood decking.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; 
[Flood Pro Series Semi-Transparent Alkyd/Oil Stain; FLD802] [Flood Pro Series Semi-Transparent Acrylic/Oil Stain (250 g/L or less VOC); FLD812] 
[Flood Pro Series Semi-Transparent Acrylic/Oil Stain (100 g/L or less VOC); FLD832] 
[ProLuxe SRD Semi-Transparent Wood Finish (Matte); SIK500-190] 
[ProLuxe Premium Deck Wood Finish Transparent Satin, SIK44 Series] 
or comparable product.
Stain, Exterior, for Plywood Decks: Water-based, acrylic emulsion-type, high-solids coating for exterior concrete, plywood and fiberglass coated decks.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
1. Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; [Flood Pro Series Solid Color, 100 Percent Acrylic Stain; FLD820] [ProLuxe Premium Solid Stain Wood Finish (Matte); SIK710 Series] or comparable product.
Stain, Interior, Semitransparent, for Interior Wood: Solvent-based, oil or oil/alkyd, semitransparent, pigmented stain for new interior wood surfaces that are to be finished with a clear varnish.
Retain "Manufacturers" Subparagraph and list of manufacturers below to require products from manufacturers listed or a comparable product from other manufacturers.
Manufacturers: Subject to compliance with requirements, provide products by one of the following:
Behr Paint Company; Behr Process Corporation.
Pratt & Lambert.
Rust-Oleum Corporation.
Sherwin-Williams Company (The).
<Insert manufacturer's name>.
Danish Oil: Solvent-based, oil-type, penetrating stain for application by brush or wiping on interior wood surfaces.
Retain "Manufacturers" Subparagraph and list of manufacturers below to require products from manufacturers listed or a comparable product from other manufacturers.
Manufacturers: Subject to compliance with requirements, provide products by one of the following:
Sherwin-Williams Company (The).
<Insert manufacturer's name>.
TRANSPARENT FINISHES
Varnish, Marine Spar, Exterior, Gloss: Solvent-based, phenolic-modified clear varnish for exterior wood surfaces.
Retain "Manufacturers" Subparagraph and list of manufacturers below to require products from manufacturers listed or a comparable product from other manufacturers.
Manufacturers: Subject to compliance with requirements, provide products by one of the following:
Sherwin-Williams Company (The).
<Insert manufacturer's name>.
Second option in "Gloss Level" Subparagraph below corresponds with MPI Gloss Level 6.
Gloss Level: [Manufacturer's standard gloss finish] [Gloss of 70 to 85 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish with UV Inhibitor, Exterior, Gloss: Solvent-based, alkyd-type, clear gloss varnish stabilized against UV deterioration for exterior wood surfaces.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; ProLuxe Defthane Interior/Exterior Polyurethane (450 g/L or less VOC), Semi-Gloss; PLX20 or comparable product.
Second option in "Gloss Level" Subparagraph below corresponds with MPI Gloss Level 6.
Gloss Level: [Manufacturer's standard gloss finish] [Gloss of 70 to 85 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish with UV Inhibitor, Exterior, Semigloss: Solvent-based, alkyd-type, clear semigloss varnish stabilized against UV deterioration for exterior wood surfaces.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; ProLuxe Defthane Interior/Exterior Polyurethane (450 g/L or less VOC), Semi-Gloss; PLX123 or comparable product.
Second option in "Gloss Level" Subparagraph below corresponds with MPI Gloss Level 5.
Gloss Level: [Manufacturer's standard semigloss finish] [Gloss of 35 to 70 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish with UV Inhibitor, Exterior, Satin: Solvent-based, alkyd-type, clear satin varnish stabilized against UV deterioration for exterior wood surfaces.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; ProLuxe Defthane Interior/Exterior Polyurethane (450 g/L or less VOC), Satin; PLX25 or comparable product.
Second option in "Gloss Level" Subparagraph below corresponds with MPI Gloss Level 5.
Gloss Level: [Manufacturer's standard semigloss finish] [Gloss of 20 to 35 units at 60 degrees and minimum sheen of 35 units at 85 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish, Exterior, Aliphatic Polyurethane, Two Component: Solvent-based, two-component, aliphatic polyurethane clear coating used on exterior wood surfaces.
Retain "Manufacturers" Subparagraph and list of manufacturers below to require products from manufacturers listed or a comparable product from other manufacturers.
Manufacturers: Subject to compliance with requirements, provide products by one of the following:
Hempel (USA), Inc.
<Insert manufacturer's name>.
Second option in "Gloss Level" Subparagraph below corresponds with MPI Gloss Level 6-7.
Gloss Level: [Manufacturer's standard gloss finish] [Gloss of minimum 80 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish, Exterior, Water Based, Eggshell: Water-based clear varnish for exterior wood surfaces.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; ProLuxe Interior/Exterior Water-Based Polyurethane, Satin; PLX259 or comparable product.
Second option in "Gloss and Sheen Level" Subparagraph below corresponds with MPI Gloss Level 3.
Gloss and Sheen Level: Gloss and Sheen Level: [Manufacturer's standard eggshell finish] [Gloss of 10 to 25 units at 60 degrees and sheen of 10 to 35 units at 85 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish, Exterior, Water Based, Satin: Water-based clear varnish for exterior wood surfaces.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; ProLuxe Interior/Exterior Water-Based Polyurethane, Satin; PLX259 or comparable product.
Second option in "Gloss and Sheen Level" Subparagraph below corresponds with MPI Gloss Level 4.
Gloss and Sheen Level: [Manufacturer's standard low-sheen finish] [Gloss of 20 to 35 units at 60 degrees and minimum sheen of 35 units at 85 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish, Exterior, Water Based, Semigloss: Water-based clear varnish for exterior wood surfaces.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; ProLuxe Interior/Exterior Water-Based Polyurethane, Semi-Gloss; PLX258 or comparable product.
Second option in "Gloss Level" Subparagraph below corresponds with MPI Gloss Level 5.
Gloss Level: [Manufacturer's standard semigloss finish] [Gloss of 35 to 70 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish, Exterior, Water Based, Gloss: Water-based clear varnish for exterior wood surfaces.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; ProLuxe Interior/Exterior Water-Based Polyurethane, Gloss; PLX257 or comparable product.
Second option in "Gloss Level" Subparagraph below corresponds with MPI Gloss Level 6.
Gloss Level: [Manufacturer's standard gloss finish] [Gloss of 70 to 85 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish, Exterior, Water Based, High Gloss: Water-based clear varnish for exterior wood surfaces.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; ProLuxe Interior/Exterior Water-Based Polyurethane, Gloss; PLX257 or comparable product.
Second option in "Gloss Level" Subparagraph below corresponds with MPI Gloss Level 7.
Gloss Level: [Manufacturer's standard gloss finish] [Gloss of minimum 85 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish, Interior Polyurethane, Moisture Cured, Gloss: Solvent-based, moisture-curing, polyurethane clear-coating with a gloss finish for interior wood surfaces,
Retain "Manufacturers" Subparagraph and list of manufacturers below to require products from manufacturers listed or a comparable product from other manufacturers.
Manufacturers: Subject to compliance with requirements, provide products by one of the following:
Benjamin Moore & Co.
Sherwin-Williams Company (The).
<Insert manufacturer's name>.
Second option in "Gloss Level" Subparagraph below corresponds with MPI Gloss Level 6.
Gloss Level: [Manufacturer's standard gloss finish] [Gloss of 70 to 85 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish, Interior, Polyurethane, Oil Modified, Satin: Solvent-based, one-component, oil-modified, polyurethane clear satin varnish for new or previously varnished or stained interior wood surfaces.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
1. Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; ProLuxe Defthane Interior/Exterior Polyurethane, Satin (450 g/L or less VOC); PLX25 or comparable product.
Second option in "Gloss and Sheen Level" Subparagraph below corresponds with Gloss Level 4.
Gloss and Sheen Level: [Manufacturer's standard low-sheen finish] [Gloss of 20 to 35 units at 60 degrees and minimum sheen of 35 units at 85 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish, Interior, Semi-Gloss: Solvent-based, alkyd-type, clear semi-gloss varnish for new or properly prepared, previously varnished interior wood surfaces.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
1. Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; ProLuxe Defthane Interior/Exterior Polyurethane (450 g/L or less VOC), Semi-Gloss; PLX23 or comparable product.
Second option in "Gloss Level" Subparagraph below corresponds with Gloss Level 5.
Gloss Level: [Manufacturer's standard semi-gloss finish] [Gloss of 35 to 70 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish, Interior, Polyurethane, Oil Modified, Gloss: Solvent-based, one-component, oil-modified, polyurethane clear gloss varnish for new or previously varnished or stained interior wood surfaces.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; ProLuxe Defthane Interior/Exterior Polyurethane (275 g/L or less VOC), Gloss; PLX20 or comparable product.
Second option in "Gloss Level" Subparagraph below corresponds with MPI Gloss Level 6.
Gloss Level: [Manufacturer's standard gloss finish] [Gloss of 70 to 85 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish, Interior, Flat/Satin: Solvent-based, alkyd-type, clear flat/satin varnish for new or properly prepared, previously varnished interior wood surfaces.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; ProLuxe Interior Oil-Based Polyurethane (450 g/L or less VOC), Satin; PLX25 or comparable product.
Second option in "Gloss and Sheen Level" Subparagraph below corresponds with MPI Gloss Level 1.
Gloss and Sheen Level: [Manufacturer's standard flat finish] [Maximum gloss of 5 units at 60 degrees and maximum sheen of 10 units at 85 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish, Interior, Semi-Gloss: Solvent-based, alkyd-type, clear semi-gloss varnish for new or properly prepared, previously varnished interior wood surfaces.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; ProLuxe Interior Oil-Based Polyurethane (450 g/L or less VOC), Semi-Gloss; PLX23 or comparable product.
Gloss Level: [Manufacturer's standard semigloss finish] [Gloss of 35 to 70 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish, Interior, Gloss: Solvent-based, alkyd-type, clear gloss varnish for new or properly prepared, previously varnished interior wood surfaces.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; ProLuxe Interior Oil-Based Polyurethane (450 g/L or less VOC), Gloss; PLX20 or comparable product.
Second option in "Gloss Level" Subparagraph below corresponds with MPI Gloss Level 6.
Gloss Level: [Manufacturer's standard gloss finish] [Gloss of 70 to 85 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish, Interior, Water Based, Clear, Satin: Water-based clear satin coating for interior wood trim, frames, doors, paneling and cabinetry.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; ProLuxe Interior Water-Based Acrylic Polyurethane, Satin; PLX259 or comparable product.
Second option in "Gloss and Sheen Level" Subparagraph below corresponds with MPI Gloss Level 4.
Gloss and Sheen Level: [Manufacturer's standard low-sheen finish] [Gloss of 20 to 35 units at 60 degrees and minimum sheen of 35 units at 85 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish, Interior, Water Based, Clear, Semigloss: Water-based clear semigloss coating for interior wood trim, frames, doors, paneling and cabinetry.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; ProLuxe Interior Water-Based Acrylic Polyurethane, Semi-Gloss; PLX258 or comparable product.
Second option in "Gloss Level" Subparagraph below corresponds with MPI Gloss Level 5.
Gloss Level: [Manufacturer's standard semigloss finish] [Gloss of 35 to 70 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Varnish, Interior, Water Based, Clear, High Gloss: Water-based clear high-gloss coating for interior wood trim, frames, doors, paneling and cabinetry.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; ProLuxe Interior Water-Based Acrylic Polyurethane, Gloss; PLX257 or comparable product.
Second option in "Gloss Level" Subparagraph below corresponds with MPI Gloss Level 7.
Gloss Level: [Manufacturer's standard gloss finish] [Gloss of minimum 85 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Lacquer, Clear, Satin: Solvent-based, nitrocellulose-type, clear finishes for interior wood surfaces, such as doors, cabinetry, and trim.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
1. Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; Speedline High Build Clear Lacquer, Satin; 77-9130 or comparable product.
Second option in "Gloss and Sheen Level" Subparagraph below corresponds with Gloss Level 4.
1. Gloss and Sheen Level: [Manufacturer's standard low-sheen finish] [Gloss of 20 to 35 units at 60 degrees and minimum sheen of 35 units at 85 degrees when tested in accordance with ASTM D523] <Insert requirements>.
0. Lacquer, Clear, Semi-Gloss: Solvent-based, nitrocellulose-type, clear finishes for interior wood surfaces, such as doors, cabinetry, and trim.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
2. Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; Speedline High Build Clear Lacquer, Semi-Gloss; 77-9120 or comparable product.
Second option in "Gloss Level" Subparagraph below corresponds with Gloss Level 5.
2. Gloss Level: [Manufacturer's standard semi-gloss finish] [Gloss of 35 to 70 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
0. Lacquer, Clear, Gloss: Solvent-based, nitrocellulose-type, clear finishes for interior wood surfaces, such as doors, cabinetry, and trim.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
3. Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; Speedline High Build Clear Lacquer, Gloss; 77-9110 or a comparable product.
Second option in "Gloss Level" Subparagraph below corresponds with Gloss Level 6.
3. Gloss Level: [Manufacturer's standard gloss finish] [Gloss of 70 to 85 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Lacquer, Pigmented, Satin: Solvent-based, nitrocellulose-type, pigmented, finish coatings for interior wood surfaces, such as doors, cabinetry, and trim.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; Speedline Pigmented White Lacquer Finish, Satin; 77-9730 or comparable product.
Second option in "Gloss and Sheen Level" Subparagraph below corresponds with Gloss Level 4.
Gloss and Sheen Level: [Manufacturer's standard low-sheen finish] [Gloss of 20 to 35 units at 60 degrees and minimum sheen of 35 units at 85 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Lacquer, Pigmented, Semi-Gloss: Solvent-based, nitrocellulose-type, pigmented, finish coatings for interior wood surfaces, such as doors, cabinetry, and trim.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; Speedline Pigmented White Lacquer Finish, Semi-Gloss; 77-9720 or comparable product.
Second option in "Gloss Level" Subparagraph below corresponds with Gloss Level 5.
Gloss Level: [Manufacturer's standard semi-gloss finish] [Gloss of 35 to 70 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
Lacquer, Pigmented, Gloss: Solvent-based, nitrocellulose-type, pigmented, finish coatings for interior wood surfaces, such as doors, cabinetry, and trim.
Retain "Basis-of-Design Product" Subparagraph below to require a specific product or a comparable product.
Basis-of-Design Product: Subject to compliance with requirements, provide Pittsburgh Paints; Speedline Pigmented White Lacquer Finish, Gloss; 77-9710 or comparable product.
Second option in "Gloss Level" Subparagraph below corresponds with Gloss Level 6.
Gloss Level: [Manufacturer's standard gloss finish] [Gloss of 70 to 85 units at 60 degrees when tested in accordance with ASTM D523] <Insert requirements>.
EXECUTION
EXAMINATION
Examine substrates and conditions, with Applicator present, for compliance with requirements for maximum moisture content and other conditions affecting performance of the Work.
Maximum Moisture Content of Exterior Wood Substrates: 15 percent, when measured with an electronic moisture meter.
Coordinate requirement in "Maximum Moisture Content of Interior Wood Substrates" Paragraph below with Sections where wood substrates are specified. Maximum moisture content of interior wood substrates will depend on the type of wood substrates that are to be finished. Kiln-dried finish lumber is available with maximum moisture content of 15 percent for some species and 12 percent for others. Kiln-dried softwood moldings are generally limited to 15 percent moisture content and hardwood moldings to 9 percent. For woodwork, the Architectural Woodwork Institute recommends a maximum moisture content of 13 percent for damp coastal areas and 10 percent for the rest of the United States except for dry southwestern states, for which it recommends 9 percent.
Maximum Moisture Content of Interior Wood Substrates: [15] [13] [10] [9] percent, when measured with an electronic moisture meter.
Verify suitability of substrates, including surface conditions and compatibility with existing finishes and primers.
Proceed with finish application only after unsatisfactory conditions have been corrected.
Beginning finish application constitutes Contractor's acceptance of substrates and conditions.
PREPARATION
Remove hardware, covers, plates, and similar items already in place that are removable. If removal is impractical or impossible because of size or weight of item, provide surface-applied protection before surface preparation and finishing.
After completing finishing operations, use workers skilled in the trades involved to reinstall items that were removed. Remove surface-applied protection if any.
Clean and prepare surfaces to be finished in accordance with manufacturer's written instructions for each substrate condition and as specified.
Remove dust, dirt, oil, and grease by washing with a detergent solution; rinse thoroughly with clean water and allow to dry. Remove grade stamps and pencil marks by sanding lightly. Remove loose wood fibers by brushing.
Remove mildew by scrubbing with a commercial wash formulated for mildew removal and as recommended by stain manufacturer.
Exterior Wood Substrates:
Scrape and clean knots and apply coat of knot sealer before applying primer.
Prime edges, ends, faces, undersides, and backsides of wood.
For solid hide-stained wood, stain edges and ends after priming.
For varnish-coated stained wood, stain edges and ends and prime with varnish. Prime undersides and backsides with varnish.
Avoid using steel nails under a stain because of rust. Revise subparagraph below if noncorrosive nails are specified in other Sections; delete if not required.
Countersink steel nails, if used, and fill with putty or plastic wood filler tinted to final color. Sand smooth when dried.
Interior Wood Substrates:
Scrape and clean knots, and apply coat of knot sealer before applying primer.
Apply wood filler paste to open-grain woods to produce smooth, glasslike finish.
Sand surfaces exposed to view and dust off.
After priming, fill holes and imperfections in the finish surfaces with putty or plastic wood filler. Sand smooth when dry.
APPLICATION
Apply finishes in accordance with manufacturer's written instructions.
Use applicators and techniques suited for finish and substrate indicated.
Finish surfaces behind movable equipment and furniture same as similar exposed surfaces.
Do not apply finishes over labels of independent testing agencies or equipment name, identification, performance rating, or nomenclature plates.
Apply finishes to produce surface films without cloudiness, holidays, lap marks, brush marks, runs, ropiness, or other surface imperfections.
CLEANING AND PROTECTION
At end of each workday, remove rubbish, empty cans, rags, and other discarded materials from Project site.
After completing finish application, clean spattered surfaces. Remove spattered materials by washing, scraping, or other methods. Do not scratch or damage adjacent finished surfaces.
Protect work of other trades against damage from finish application. Correct damage by cleaning, repairing, replacing, and refinishing, as approved by Architect, and leave in an undamaged condition.
At completion of construction activities of other trades, touch up and restore damaged or defaced finished wood surfaces.
EXTERIOR WOOD-FINISH-SYSTEM SCHEDULE
Finish systems in this article are for new construction. For renovation or maintenance projects where refinishing is required, revise finish systems accordingly.
If necessary, insert drawing designations. Use these designations on Drawings to identify locations of each finish.
Retain "Intermediate Coat" subparagraphs throughout the Exterior Wood-Finish-System Schedule for high-quality systems; delete if not required.
Wood Substrates, Glued-Laminated Construction:
Solid-Color, Solvent-Based Stain System <Insert drawing designation>:
Prime Coat: Primer, alkyd for exterior wood.
Intermediate Coat: Stain, exterior, solvent based, solid hide, matching topcoat.
Topcoat: Stain, exterior, solvent based, solid hide.
Varnish over Semitransparent Stain System <Insert drawing designation>:
Stain Coat: Stain, exterior, solvent based, semitransparent.
First Intermediate Coat: Varnish matching topcoat.
Second Intermediate Coat: Varnish matching topcoat.
Topcoat: Varnish, with UV inhibitor, exterior, [semigloss] [gloss] [high gloss].
Water-Based Varnish System <Insert drawing designation>:
Prime Coat: Water-based varnish matching topcoat.
Intermediate Coat: Water-based varnish matching topcoat.
Topcoat: Water-based varnish, [eggshell] [satin] [semigloss] [gloss] [high gloss].
Varnish System <Insert drawing designation>:
Prime Coat: Varnish matching topcoat.
First Intermediate Coat: Varnish matching topcoat.
Second Intermediate Coat: Varnish matching topcoat.
Topcoat: Varnish, with UV inhibitor, exterior, [semigloss] [gloss] [high gloss].
Clear, Two-Component Polyurethane Varnish over Stain System <Insert drawing designation>:
Stain Coat: Stain, exterior, solvent based, semitransparent.
First Intermediate Coat: Varnish, aliphatic polyurethane, two component, matching topcoat.
Second Intermediate Coat: Varnish, aliphatic polyurethane, two component, matching topcoat.
Topcoat: Varnish, aliphatic polyurethane, two component, gloss.
Clear, Two-Component Polyurethane Varnish System <Insert drawing designation>:
Prime Coat: Varnish, aliphatic polyurethane, two component, matching topcoat.
Topcoat: Varnish, aliphatic polyurethane, two component, gloss.
Wood Substrates, Exposed Framing:
Solid-Color, Water-Based Stain System <Insert drawing designation>:
Prime Coat: Primer, alkyd for exterior wood.
Intermediate Coat: Stain, exterior, water based, solid hide, matching topcoat.
Topcoat: Stain, exterior, water based, solid hide.
Solid-Color, Solvent-Based Stain System <Insert drawing designation>:
Prime Coat: Primer, alkyd for exterior wood.
Intermediate Coat: Stain, exterior, solvent based, solid hide, matching topcoat.
Topcoat: Stain, exterior, solvent based, solid hide.
Water-Based Semitransparent Stain System <Insert drawing designation>:
Prime Coat: Stain, exterior, water based, semitransparent, matching topcoat.
Intermediate Coat: Stain, exterior, water based, semitransparent, matching topcoat.
Topcoat: Stain, exterior, water based, semitransparent.
Semitransparent Stain System <Insert drawing designation>:
Prime Coat: Stain, exterior, solvent based, semitransparent, matching topcoat.
Topcoat: Stain, exterior, solvent based, semitransparent.
Varnish over Stain System <Insert drawing designation>:
Stain Coat: Stain, exterior, solvent based, semitransparent.
First Intermediate Coat: Varnish matching topcoat.
Second Intermediate Coat: Varnish matching topcoat.
Topcoat: Varnish, with UV inhibitor, exterior, [semigloss] [gloss] [high gloss].
Water-Based Varnish System <Insert drawing designation>:
Prime Coat: Water-based varnish matching topcoat.
Intermediate Coat: Water-based varnish matching topcoat.
Topcoat: Water-based varnish, [eggshell] [satin] [semigloss] [gloss] [high gloss].
Varnish System <Insert drawing designation>:
Prime Coat: Varnish matching topcoat.
First Intermediate Coat: Varnish matching topcoat.
Second Intermediate Coat: Varnish matching topcoat.
Topcoat: Varnish, with UV inhibitor, exterior, [semigloss] [gloss] [high gloss].
Clear, Two-Component Polyurethane Varnish System <Insert drawing designation>:
Prime Coat: Varnish, aliphatic polyurethane, two component, matching topcoat.
Intermediate Coat: Varnish, aliphatic polyurethane, two component, matching topcoat.
Topcoat: Varnish, aliphatic polyurethane, two component, [gloss] [high gloss].
Wood Substrates, [Wood Trim] [Architectural Woodwork] [Doors] [Windows] [Wood Board Siding] [and] [Wood Fences]:
Solid-Color, Water-Based Stain System <Insert drawing designation>:
Prime Coat: Primer, alkyd for exterior wood.
Intermediate Coat: Stain, exterior, water based, solid hide, matching topcoat.
Topcoat: Stain, exterior, water based, solid hide.
Solid-Color, Solvent-Based Stain System <Insert drawing designation>:
Prime Coat: Primer, alkyd for exterior wood.
Intermediate Coat: Stain, exterior, solvent based, solid hide, matching topcoat.
Topcoat: Stain, exterior, solvent based, solid hide.
Water-Based Semitransparent Stain System <Insert drawing designation>:
Prime Coat: Stain, exterior, water based, semitransparent, matching topcoat.
Intermediate Coat: Stain, exterior, water based, semitransparent, matching topcoat.
Topcoat: Stain, exterior, water based, semitransparent.
Semitransparent Stain System <Insert drawing designation>:
Prime Coat: Stain, exterior, solvent based, semitransparent, matching topcoat.
Topcoat: Stain, exterior, solvent based, semitransparent.
Varnish over Stain System <Insert drawing designation>:
Stain Coat: Stain, exterior, solvent-based, semitransparent.
First Intermediate Coat: Varnish matching topcoat.
Second Intermediate Coat: Varnish matching topcoat.
Topcoat: Varnish, with UV inhibitor, exterior, [semigloss] [gloss] [high gloss].
Water-Based Varnish System <Insert drawing designation>:
Prime Coat: Water-based varnish matching topcoat.
Intermediate Coat: Water-based varnish matching topcoat.
Topcoat: Water-based varnish, [eggshell] [satin] [semigloss] [gloss] [high gloss].
Varnish System <Insert drawing designation>:
Prime Coat: Varnish matching topcoat.
First Intermediate Coat: Varnish matching topcoat.
Second Intermediate Coat: Varnish matching topcoat.
Topcoat: Varnish, with UV inhibitor, exterior, [semigloss] [gloss] [high gloss].
Clear, Two-Component Polyurethane Varnish System <Insert drawing designation>:
Prime Coat: Varnish, aliphatic polyurethane, two component, matching topcoat.
Topcoat: Varnish, aliphatic polyurethane, two component gloss.
Wood Substrates, Wood-Based Panel Products:
Solid-Color, Water-Based Stain System <Insert drawing designation>:
Prime Coat: Primer, [latex] [alkyd] for exterior wood.
Intermediate Coat: Stain, exterior, water based, solid hide, matching topcoat.
Topcoat: Stain, exterior, water based, solid hide.
Solid-Color, Solvent-Based Stain System <Insert drawing designation>:
Prime Coat: Primer, alkyd for exterior wood.
Intermediate Coat: Stain, exterior, solvent based, solid hide, matching topcoat.
Topcoat: Stain, exterior, solvent based, solid hide.
Water-Based Semitransparent Stain System <Insert drawing designation>:
Prime Coat: Stain, exterior, water based, semitransparent, matching topcoat.
Intermediate Coat: Stain, exterior, water based, semitransparent, matching topcoat.
Topcoat: Stain, exterior, water based, semitransparent.
Semitransparent Stain System <Insert drawing designation>:
Prime Coat: Stain, exterior, solvent based, semitransparent, matching topcoat.
Topcoat: Stain, exterior, solvent based, semitransparent.
Varnish over Stain System <Insert drawing designation>:
Stain Coat: Stain, exterior, solvent based, semitransparent.
First Intermediate Coat: Varnish matching topcoat.
Second Intermediate Coat: Varnish matching topcoat.
Topcoat: Varnish, with UV inhibitor, exterior, [semigloss] [gloss] [high gloss].
Varnish System <Insert drawing designation>:
Prime Coat: Varnish matching topcoat.
First Intermediate Coat: Varnish matching topcoat.
Second Intermediate Coat: Varnish matching topcoat.
Topcoat: Varnish, with UV inhibitor, exterior, [semigloss] [gloss] [high gloss].
Wood Substrates, Traffic Surfaces, Including [Lumber Decking] [and] [Stairs]:
Deck Stain over Wood Preservative System <Insert drawing designation>:
Preservative Coat: Preservative, for exterior wood.
Intermediate Coat: Stain, for exterior wood decks, matching topcoat.
Topcoat: Stain, for exterior wood decks.
Deck Stain System <Insert drawing designation>:
Prime Coat: Stain, for exterior wood decks, matching topcoat.
Topcoat: Stain, for exterior wood decks.
Wood Substrates, Wood Shingles and Shakes (Excluding Roofs):
Solid-Color, Water-Based Stain System <Insert drawing designation>:
Prime Coat: Primer, alkyd for exterior wood.
Intermediate Coat: Stain, exterior, water based, solid hide, matching topcoat.
Topcoat: Stain, exterior, water based, solid hide.
Solid-Color, Solvent-Based Stain System <Insert drawing designation>:
Prime Coat: Primer, alkyd for exterior wood.
Intermediate Coat: Stain, exterior, solvent based, solid hide, matching topcoat.
Topcoat: Stain, exterior, solvent based, solid hide.
Semitransparent Stain System <Insert drawing designation>:
Prime Coat: Stain, exterior, solvent based, semitransparent, matching topcoat.
Topcoat: Stain, exterior, solvent based, semitransparent.
INTERIOR WOOD-FINISH-SYSTEM SCHEDULE
Finish systems in this article are for new construction. For renovation or maintenance projects where refinishing is required, revise finish systems accordingly.
If necessary, insert drawing designations. Use these designations on Drawings to identify locations of each finish.
Retain "Intermediate Coat" subparagraphs throughout the Interior Wood-Finish-System Schedule for high-quality systems; delete if not required.
Wood Substrates, Glued-Laminated Construction:
Solid-Color Latex Stain System <Insert drawing designation>:
Prime Coat: Primer, alkyd for exterior wood.
Intermediate Coat: Stain, exterior, water based, solid hide, matching topcoat.
Topcoat: Stain, exterior, water based, solid hide.
Solid-Color, Solvent-Based Stain System <Insert drawing designation>:
Prime Coat: Stain, exterior, solvent based, solid hide, matching topcoat.
Topcoat: Stain, exterior, solvent based, solid hide.
Semitransparent Stain System <Insert drawing designation>:
Prime Coat: Stain, semitransparent, matching topcoat.
Topcoat: Stain, semitransparent, for interior wood.
Water-Based Varnish over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: Water-based varnish matching topcoat.
Second Intermediate Coat: Water-based varnish matching topcoat.
Topcoat: Varnish, water based, clear, [satin] [semigloss] [gloss].
Water-Based Varnish System <Insert drawing designation>:
Prime Coat: Water-based varnish matching topcoat.
Intermediate Coat: Water-based varnish matching topcoat.
Topcoat: Varnish, water based, clear, [satin] [semigloss] [gloss].
Alkyd Varnish over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: [Varnish matching topcoat] [Alkyd, sanding sealer, clear].
Second Intermediate Coat: Varnish matching topcoat.
Topcoat: Varnish, interior, [flat] [gloss].
Alkyd Varnish System <Insert drawing designation>:
Prime Coat: Alkyd, sanding sealer, clear.
Intermediate Coat: Varnish matching topcoat.
Topcoat: Varnish, interior, [flat] [gloss].
Polyurethane Varnish over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: Polyurethane varnish matching topcoat.
Second Intermediate Coat: Polyurethane varnish matching topcoat.
Topcoat: Varnish, interior, polyurethane, oil modified, [satin] [gloss].
Polyurethane Varnish System <Insert drawing designation>:
Prime Coat: Polyurethane varnish matching topcoat.
Intermediate Coat: Polyurethane varnish matching topcoat.
Topcoat: Varnish, interior, polyurethane, oil modified, [satin] [gloss].
Moisture-Cured Clear Polyurethane over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: Moisture-cured polyurethane matching topcoat.
Second Intermediate Coat: Moisture-cured polyurethane matching topcoat.
Topcoat: Varnish, polyurethane, moisture cured, gloss.
Clear, Two-Component Polyurethane System <Insert drawing designation>:
Prime Coat: Two-component polyurethane matching topcoat.
Intermediate Coat: Two-component polyurethane matching topcoat.
Topcoat: Varnish, aliphatic polyurethane, two component, gloss.
Wood Substrates, Exposed Framing:
Water-Based Varnish over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: Water-based varnish matching topcoat.
Second Intermediate Coat: Water-based varnish matching topcoat.
Topcoat: Varnish, water based, clear, [satin] [semigloss] [gloss].
Alkyd Varnish over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: Alkyd, sanding sealer, clear.
Second Intermediate Coat: Varnish matching topcoat.
Topcoat: Varnish, interior, [flat] [gloss].
Alkyd Varnish System <Insert drawing designation>:
Prime Coat: Alkyd, sanding sealer, clear.
Intermediate Coat: Varnish matching topcoat.
Topcoat: Varnish, interior, [flat] [gloss].
Polyurethane Varnish over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: Polyurethane varnish matching topcoat.
Second Intermediate Coat: Polyurethane varnish matching topcoat.
Topcoat: Varnish, interior, polyurethane, oil modified, [satin] [gloss].
Polyurethane Varnish System <Insert drawing designation>:
Prime Coat: Polyurethane varnish matching topcoat.
Intermediate Coat: Polyurethane varnish matching topcoat.
Topcoat: Varnish, interior, polyurethane, oil modified, [satin] [gloss].
Moisture-Cured Clear Polyurethane over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: Moisture-cured polyurethane matching topcoat.
Second Intermediate Coat: Moisture-cured polyurethane matching topcoat.
Topcoat: Varnish, polyurethane, moisture cured, gloss.
Clear, Two-Component Polyurethane System <Insert drawing designation>:
Prime Coat: Two-component polyurethane matching topcoat.
Intermediate Coat: Two-component polyurethane matching topcoat.
Topcoat: Varnish, aliphatic polyurethane, two component, gloss.
Wood Substrates, [Wood Trim] [Architectural Woodwork] [Doors] [Windows] [and] [Wood Board Paneling]:
Semitransparent Stain System <Insert drawing designation>:
Prime Coat: Stain, exterior, solvent based, semitransparent, matching topcoat.
Topcoat: Stain, exterior, solvent based, semitransparent.
Water-Based Varnish over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: Water-based varnish matching topcoat.
Second Intermediate Coat: Water-based varnish matching topcoat.
Topcoat: Varnish, water based, clear, [satin] [semigloss] [gloss].
Water-Based Varnish System <Insert drawing designation>:
Prime Coat: Water-based varnish matching topcoat.
Intermediate Coat: Water-based varnish matching topcoat.
Topcoat: Varnish, water based, clear, [satin] [semigloss] [gloss].
Alkyd Varnish over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: [Alkyd, sanding sealer, clear] [Shellac, clear].
Second Intermediate Coat: Varnish matching topcoat.
Topcoat: Varnish, interior, [flat] [gloss].
Alkyd Varnish System <Insert drawing designation>:
Prime Coat: [Alkyd, sanding sealer, clear] [Shellac, clear].
Intermediate Coat: Varnish matching topcoat.
Topcoat: Varnish, interior, [flat] [gloss].
Polyurethane Varnish over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: Polyurethane varnish matching topcoat.
Second Intermediate Coat: Polyurethane varnish matching topcoat.
Topcoat: Varnish, interior, polyurethane, oil modified, [satin] [gloss].
Polyurethane Varnish System <Insert drawing designation>:
Prime Coat: Polyurethane varnish matching topcoat.
Intermediate Coat: Polyurethane varnish matching topcoat.
Topcoat: Varnish, interior, polyurethane, oil modified, [satin] [gloss].
Moisture-Cured Clear Polyurethane over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: Moisture-cured polyurethane matching topcoat.
Second Intermediate Coat: Moisture-cured polyurethane matching topcoat.
Topcoat: Varnish, polyurethane, moisture cured, gloss.
Moisture-Cured Clear Polyurethane System <Insert drawing designation>:
Prime Coat: Moisture-cured polyurethane matching topcoat.
Intermediate Coat: Moisture-cured polyurethane matching topcoat.
Topcoat: Varnish, polyurethane, moisture cured, gloss.
Clear, Two-Component Polyurethane System <Insert drawing designation>:
Prime Coat: Two-component polyurethane matching topcoat.
Intermediate Coat: Two-component polyurethane matching topcoat.
Topcoat: Varnish, aliphatic polyurethane, two component, gloss.
Danish Oil System <Insert drawing designation>:
Prime Coat: Danish oil matching topcoat.
Topcoat: Danish oil.
Wood Substrates, [Wood Paneling] [and] [Casework]:
Semitransparent Stain System <Insert drawing designation>:
Prime Coat: Stain, exterior, solvent based, semitransparent, matching topcoat.
Topcoat: Stain, exterior, solvent based, semitransparent.
Water-Based Varnish over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: Water-based varnish matching topcoat.
Second Intermediate Coat: Water-based varnish matching topcoat.
Topcoat: Varnish, water based, clear, [satin] [semigloss] [gloss].
Water-Based Varnish System <Insert drawing designation>:
Prime Coat: Water-based varnish matching topcoat.
Intermediate Coat: Water-based varnish matching topcoat.
Topcoat: Varnish, water based, clear, [satin] [semigloss] [gloss].
Alkyd Varnish over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: [Alkyd, sanding sealer, clear] [Shellac, clear].
Second Intermediate Coat: Varnish matching topcoat.
Topcoat: Varnish, interior, [flat] [gloss].
Alkyd Varnish System <Insert drawing designation>:
Prime Coat: Alkyd, sanding sealer, clear [Shellac, clear].
Intermediate Coat: Varnish matching topcoat.
Topcoat: Varnish, interior, [flat] [gloss].
Polyurethane Varnish over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: Polyurethane varnish matching topcoat.
Second Intermediate Coat: Polyurethane varnish matching topcoat.
Topcoat: Varnish, interior, polyurethane, oil modified, [satin] [gloss].
Polyurethane Varnish System <Insert drawing designation>:
Prime Coat: Polyurethane varnish matching topcoat.
Intermediate Coat: Polyurethane varnish matching topcoat.
Topcoat: Varnish, interior, polyurethane, oil modified, [satin] [gloss].
Moisture-Cured Clear Polyurethane over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: Moisture-cured polyurethane matching topcoat.
Second Intermediate Coat: Moisture-cured polyurethane matching topcoat.
Topcoat: Varnish, polyurethane, moisture cured, gloss.
Danish Oil System <Insert drawing designation>:
Prime Coat: Danish oil matching topcoat.
Topcoat: Danish oil.
Wood Substrates, Traffic Surfaces, Including [Floors] [and] [Stairs]:
Polyurethane Varnish over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: Polyurethane varnish matching topcoat.
Second Intermediate Coat: Polyurethane varnish matching topcoat.
Topcoat: Varnish, interior, polyurethane, oil modified, gloss.
Polyurethane Varnish System <Insert drawing designation>:
Prime Coat: Polyurethane varnish matching topcoat.
Intermediate Coat: Polyurethane varnish matching topcoat.
Topcoat: Varnish, interior, polyurethane, oil modified, gloss.
Moisture-Cured Clear Polyurethane over Stain System <Insert drawing designation>:
Stain Coat: Stain, semitransparent, for interior wood.
First Intermediate Coat: Moisture-cured polyurethane matching topcoat.
Second Intermediate Coat: Moisture-cured polyurethane matching topcoat.
Topcoat: Varnish, polyurethane, moisture cured, gloss.
Moisture-Cured Clear Polyurethane System <Insert drawing designation>:
Prime Coat: Moisture-cured polyurethane matching topcoat.
Intermediate Coat: Moisture-cured polyurethane matching topcoat.
Topcoat: Varnish, polyurethane, moisture cured, gloss.
Clear, Two-Component Polyurethane System <Insert drawing designation>:
Prime Coat: Two-component polyurethane matching topcoat.
Intermediate Coat: Two-component polyurethane matching topcoat.
Topcoat: Varnish, aliphatic polyurethane, two component, gloss.
Wood Substrates, Wood Shingles and Shakes:
Solid-Color Latex Stain System <Insert drawing designation>:
Intermediate Coat: Stain, exterior, water based, solid hide, matching topcoat.
Topcoat: Stain, exterior, water based, solid hide.
Solid-Color, Solvent-Based Stain System <Insert drawing designation>:
Prime Coat: Stain, exterior, solvent based, solid hide, matching topcoat.
Topcoat: Stain, exterior, solvent based, solid hide.
Semitransparent Stain System <Insert drawing designation>:
Prime Coat: Stain, semitransparent, matching topcoat.
Topcoat: Stain, semitransparent, for interior wood.
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